DRAWN BY: ADAM COCHRAN

NOTES
YELLOW EDGE LINE o ) )
1. Install a minimum of 3 sets of diagonals/chevrons in the gore area.

A 50' spacing is standard; however, for gore areas shorter than 150’
use a 25' spacing, and for gore areas greater than 400' a spacing

-/
of 100' may be used.

2. The acute angle of the diagonals shall always point in the direction
of mainline traffic.

WIDE LINE

¢ OF GORE AREA

|
|
|
|
|
| \V>
|
7 S
| T
} I ——
L
CONTINUE GORE MARKINGS
AT SAME SPACING TO END SEE NOTE 1 SEE NOTE 1 SEE NOTE 1 |
WHITE EDGE LINE OF GORE AREA ~ SEE NOTE 1
DIAGONAL MARKING (TYP.)
GORE AREA MARKING LAYOUT
WITH DIAGONALS
YELLOW EDGE LINE
~—/
//
,, CHEVRON MARKING (TYP.)
/
/
i
1
i
i
— WIDE LINE
‘ T —/\
G OF GORE AREA —_— v\
|
|
|
| _
Z } 45° - T
| T -
L
CONTINUE GORE MARKINGS
AT SAME SPACING TO END SEE NOTE 1 SEE NOTE 1 SEE NOTE 1 | | EXPIRES MAY 5, 2005 |
WHITE EDGE LINE OF GORE AREA ~ SEE NOTE 1 GORE AREA
MARKING LAYOUTS
STANDARD PLAN M-2.20-00
SHEET 1 OF 1 SHEET
APPROVED FOR PUBLICATION
GORE AREA MARKING LAYOUT
WITH CHEVRONS Harold J. Peterfeso 02-25-05
NOTE: THIS PLAN IS NOT A LEGAL ENGINEERING DOCUMENT BUT AN ELECTRONIC DUPLICATE. STATE DESIGN ENGINEER DATE
e S I R e | (S Weskinion Sl Dpertmant of Tenspersin
UPON REQUEST.




